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This Maintenance Service Circular AMS-06-14 dated June 20, 2006 supercedes Maintenance Service Circular AMS-05-23 dated 
October 20, 2005 containing Perfect Delivery Inspection Procedure, Inventory Maintenance Checklist, Suggested Repair Times 
and Scheduled Maintenance Intervals for all 2005 Audi vehicles (except Audi All-new A4 (USA vehicles only)  
 
Note:  Perfect Delivery Inspection and Inventory Maintenance Checklist suggested maintenance times are applicable to United 
States only. 
 
Updated information:  Added Suggested Repair Times. 
 
For states that require a manufacturer’s statement regarding the delivery inspection procedure, the Perfect Delivery Inspection section of 
this Circular may be utilized for that purpose. 
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30-Day Inventory Maintenance Checklist

Stock # :  ______________________

VIN # 

Dealer # :  _____________________

30 Days 60 Days 90 Days 120 Days

Perform the 30-Day Inventory inspection every 30 days of receipt from 

transporter or swap-in (i.e. 30,60,90...) until the vehicle is sold.

Date Performed: Date Performed: Date Performed: Date Performed:

OK
Needs

attention
OK

Needs

attention
OK

Needs

attention
OK

Needs

attention

Vehicle Exterior:

Windows, doors, trunk, hood, and sunroof are fully closed.

Body surfaces clean and free of environmental damage, scratches, etc.

Engine compartment/cowl is clean and free of debris

Check tire pressures and maintain storage pressure of 48-51psi (3.3-3.5 

bar)

Check battery condition- (static Voltage min. 12.5 Volts). Recharge if 

necessary.*

Vehicle Interior:

All accessories and lights are turned off.

Interior surfaces clean and free of damage.

Start engine; check idle and A/C operation.

Drive vehicle a minimum of 1 mile (1.6km). Apply brakes several times 

at 20 mph (32 km/h) to clean brake rotors.

Verify disposable floor mats are in place.

Affix next 30-day inventory sticker # W42INVSTKRA

Replacement stickers are available through the Audi Technical Literature 

Ordering Center at 800-544-8021 8:00am-8:00pm EST, or on the 

Internet at www.audi.ddsltd.com 24 hours / 7 days a week.

Inspection Performed By: Inspection Performed By: Inspection Performed By: Inspection Performed By:

Notes:

* If the battery is dead, disconnected, or below 10 Volts, use VAS5051 / VAS 5052 to reset engine and transmission 

management systems to BASIC setting.  Maintenance of new vehicle stock batteries is the dealership's responsibility. No 

replacement of batteries due to lack of maintenance, unless the battery is defective.  Batteries will be debited unless a 

Midtronics printout is accompanied with the battery.  Also, jump-starting may damage ECM.

File in Service Department Form # AUDI30CHECKLIST    Revised 3-30-05
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Labor Operations Vehicle: A4/S4 Avant/ A4/S4 Sedan/
A4/S4 Cabriolet 

 
allroad 

 

 
A6/S6

 
A8/A8 L

TT 
Coupe & 
Roadster

Pre-Delivery Inspection 
01 01 00 22 Pre-Delivery Inspection 60 60 75 100 60 
01 01 00 23 Delivery Inspection 60 60 75 100 60 

01 01 00 25 Pre-Delivery Inspection 
 (6.0L 12 Cyl. Engine only)     160  

At 5,000 Miles (8,000 Km) 
03 05 00 61 All engines (except 6.0 W12 engine) 100 100 100 190 100 
03 05 00 69 6.0L 12 Cyl. engine    100  

At 15,000 Miles (25,000 Km) 
03 15 00 36 1.8T 125    215 
03 15 00 38 V6   145  145  215 
03 15 00 40 V8 145 145 145 215  
03 15 00 39 2.7T 225 225    
03 15 00 69 6.0L 12 Cyl. engine    150  

At 25,000 Miles (40,000 Km) 
03 25 00 61 All engines (except 6.0 W12 engine) 80 80 80 160 80 
03 25 00 69 6.0L 12 Cyl. engine    100  

At 35,000 Miles (55,000 Km) 
03 31 00 36 1.8T 210    250 
03 31 00 38 V6 215  215  250 
03 31 00 40 V8 165 165 165 265  
03 31 00 39 2.7T 225 225    
03 31 00 69 6.0L 12 Cyl. engine    390  
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Labor Operations 

Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

 
allroad 

 

 
A6/S6

 
A8/A8 L

TT 
Coupe & 
Roadster

At 45,000 Miles (70,000 Km) 
03 45 00 61 All engines (except 6.0L W12 engine) 80 80 80 160 80 
03 45 00 69 6.0L 12 Cyl. engine    100  

At 55,000 Miles (85,000 Km) 
03 55 00 37 2.7T  225    
03 55 00 43  V8    190  145   
03 55 00 45 V8      165 220
03 55 00 44 V8   190     
03 55 00 12 1.8T     200  125
03 55 00 28 V6     190  150
03 55 00 27 3.2L     215 190  
03 55 00 11 2.0T 170     
03 55 00 53 6.0L 12 Cyl. engine    150  

At 65,000 Miles (100,000 Km) 
03 65 00 37 2.7T  80    
03 65 00 43  V8    115  80   
03 65 00 45 V8      80 120
03 65 00 44 V8   115     
03 65 00 12 1.8T     80  80
03 65 00 28 V6     80  80
03 65 00 27 3.2L     80 80  
03 65 00 11 2.0T 70     
03 65 00 53 6.0L 12 Cyl. engine    80  

At 75,000 Miles (115,000 Km) 
03 75 00 37 2.7T  595    
03 75 00 43                             V8    360  315   
03 75 00 45 V8      365 560
03 75 00 44 V8   360     
03 75 00 12 1.8T     380  410
03 75 00 28 V6     595  230
03 75 00 11 2.0T 350     
03 75 00 27 3.2L     215 190  
03 75 00 53 6.0L 12 Cyl. engine    390  
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Vehicle: A4/S4 Avant/ A4/S4 

Sedan/ 
A4/S4 Cabriolet 

A6/S6/ 
allroad 

A8/A8 L TT 
Coupe & 
Roadster

At 5,000 Mi (8,000 Km)  
Engine Oil / Oil Filter: Change the oil and replace oil filter. (Caution: 2005 Audi 
models use only engine oil conforming to VW 502.00 specifications). •  •  •  •  
Windshield Wiper and Washer / Headlight washer: Check adjustment and 
function check fluid level and add if necessary. •  •  •  •  
Tires and Spare Wheel: Check for wear and damage. Rotate tires.  Check the 
pressure. •  •  •  •  

Wiper arm pivots: Lubricate •  •  •  •  
Brake system: Check for damage and leaks. Check thickness of pads and brake 
fluid level •  •  •  •  

Service Reminder Indicator Display: Reset the display. •  •  •  •  
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/ 
allroad 

A8/A8 L TT 
Coupe & 
Roadster

At 15,000 Mi (25,000 Km) 
Engine Oil / Oil Filter: Change the oil and replace oil filter. (Caution: 2005 Audi 
models use only engine oil conforming to VW 502.00 specifications). •  •  •  •  
Cooling System:  Check coolant level.  Add coolant if necessary. •  •  •  •  
Exhaust System:  Check for damage and leaks. •  •  •  •  
Engine, On-Board Diagnostic:  Check Diagnostic Trouble Code Memory.  
Purge if necessary. •  •  •  •  
Engine: Check for leaks •  •  •  •  
Snow screen for air cleaner:  Clean   •  

 
3.2L V6 only N/A N/A 

Battery:  Check electrolyte level.  Add if necessary •  •  •  •  
Dust and pollen filter:  Replace •  •  •  •  
Automatic transmission and final drive:  Check for leaks •  •  •  •  
Manual transmission and final drive:  Check for leaks •  •  N/A •  
Sunroof:  Clean guide rails and lubricate  •  •  •  N/A 
Haldex clutch:  Change oil.   (Audi TT only) N/A N/A N/A •  
Windshield Wiper and Washer / Headlight washer: Check adjustment and 
function check fluid level and add if necessary. •  •  •  •  
Wiper arm pivot points:  Lubricate •  •  •  •  
Tires and Spare Wheel:  Check for wear and damage. Check pressure. •  •  •  •  
Tire repair set:  Check renewal date. (Where applicable) •  •  •  •  
Service Reminder Indicator Display:  Reset display. •  •  •  •  
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Vehicle: A4/S4 Avant/ 
A4/S4 Sedan/ 

A4/S4 Cabriolet 

A6/S6/ 
allroad 

A8/A8 L TT 
Coupe & 
Roadster

At 15,000 Mi (25,000 Km) cont. 
Lights:  Check lights. Check Headlight adjustment •  •  •  •  
Brake System:  Check for damage and leaks.  Check thickness of pads and 
brake fluid level. •  •  •  •  
Front and rear axle:  Check dust seals on ball joints and tie rod ends. Check tie 
rods •  •  •  •  
Front and rear axle: Check excessive play •  •  •  •  
Drive Shafts:  Check boots. •  •  •  •  
Visual check: Check undercarriage for damage •  •  •  •  
Doors:   Lubricate door hinge mechanism. •  •  •  •  
Trunk hinges: Lubricate trunk hinge mechanism (A8/A8L only) N/A N/A •  N/A 
Road Test:  Check braking, kick-down, steering, electrical, heating & ventilation 
systems, air conditioning, Automatic Shift Lock (ASL) operation and power 
accessories 

•  •  •  •  

At 25,000 Mi (40,000 Km)  
Perform 5,000 Mi (8,000 Km) Maintenance Service. (Except: rotate tires) •  •  •  •  
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/ 
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 35,000 Mi (55,000 Km) 
Engine Oil / Oil Filter:  Change oil and replace oil filter. (Caution: 2005 Audi models 
use only engine oil conforming to VW 502.00 specifications). •  •  •  •  
Cooling System:  Check coolant level.  Add coolant if necessary. •  •  •  •  
Exhaust System:  Check for damage and leaks. •  •  •  •  
Engine, On-Board Diagnostic:  Check Diagnostic Trouble Code Memory.  Purge if 
necessary. •  •  •  •  
Engine: Check for leaks •  •  •  •  
Battery:   Check electrolyte level.  Add if necessary •  •  •  •  
Dust and pollen filter for:  Replace •  •  •  •  
Sunroof:  Clean guide rails and lubricate  •  •  •  N/A 
Haldex clutch:  Change oil and filter   (Audi TT only) N/A N/A N/A •  
Windshield Wiper and Washer / Headlight washer: Check adjustment and function 
check fluid level and add if necessary.  •  •  •  •  
Wiper arm pivot point:  Lubricate •  •  •  •  
Automatic transmission and final drive:  Check for leaks •  •  •  •  
Manual transmission and final drive:  Check for leaks •  •  N/A •  
Tires and Spare Wheel:  Check for wear and damage. Check pressure. •  •  •  •  
Tire repair set:  Check renewal date. (Where applicable) •  •  •  •  
Doors:   Lubricate door hinge mechanism. •  •  •  •  
Trunk hinges: Lubricate trunk hinge mechanism (A8/A8L only) N/A N/A •  N/A 
Service Reminder Indicator Display:  Reset display. •  •  •  •  
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At 35,000 Mi (55,000 Km) cont. 
Vehicle: A4/S4 Avant/ A4/S4 

Sedan/ 
A4/S4 Cabriolet 

A6/S6/ 
allroad

A8/A8 L TT 
Coupe & 
Roadster

Brake System:  Check for damage and leaks.  Check thickness of pads and 
brake fluid level. •  •  •  •  
Front and rear axle:  Check dust seals on ball joints and tie rod ends. Check tie 
rods •  •  •  •  
Front and rear axle:  Check excessive play •  •  •  •  
Drive Shafts:  Check boots. •  •  •  •  
Air cleaner:  Clean housing and replace filter element   N/A 2.7L engine 

only 
6.0L W12 

engine only •  
Power steering fluid: Check power steering fluid and add if necessary •  •  •  •  
Snow screen for air cleaner: Clean    •  3.2L V6 only N/A N/A 
Power steering:  Check fluid level and add if necessary •  •  •  •  
Spark plugs:  Replace    1.8T and 3.0L V6 

engine only 
2.7L engine 

only 
6.0L W12 

engine only •  
Continuously variable transmission (multitronic™):  Change ATF •  N/A N/A N/A 
Direct shift gearbox (DSG):  Change oil and replace filter element (3.2L VR6 
only) 

N/A N/A N/A 3.2L VR6   
only 

Ribbed belt: Check condition  (6.0L W12 engine only) N/A N/A 6.0L W12 
engine only N/A 

Visual check: Check undercarriage for damage •  •  •  •  
Lights:  Check lights. Check Headlight adjustment •  •  •  •  
Road Test:  Check braking, kick-down, steering, electrical, heating & ventilation 
systems, air conditioning, Automatic Shift Lock (ASL) operation and power 
accessories 

•  •  •  •  

At 45,000 Mi (72,000 Km)     
Perform the 5,000 Mi (8,000 Km) Maintenance Service  (Except: rotate tires) •  •  •  •  
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/ 
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 55,000 Mi (85,000 Km) 
Engine Oil / Oil Filter:  Change the oil and replace oil filter. (Caution: 2005 
Audi models use only engine oil conforming to VW 502.00 specifications). •  •  •  •  
Cooling System:  Check coolant level.  Add coolant if necessary. •  •  •  •  
Exhaust System:  Check for damage and leaks. •  •  •  •  
Engine, On-Board Diagnostic:  Check Diagnostic Trouble Code Memory.  
Purge if necessary. •  •  •  •  
Engine:  Check for leaks •  •  •  •  
Snow screen for air cleaner: Clean •  3.2L V6 only N/A N/A 

Air cleaner:  Clean housing and replace filter element  •  

A6 4.2L V8 
and 3.2 V6 
engine only 
(Excluding 

allroad) 

4.2L V8 only N/A 

Battery:  Check electrolyte level.  Add if necessary •  •  •  •  
Dust and pollen filter:  Replace •  •  •  •  
Automatic transmission and final drive:  Check for leaks •  •  •  •  
Manual transmission and final drive:  Check for leaks •  •  N/A •  
Sunroof:  Clean guide rails and lubricate  •  •  •  N/A 
Haldex clutch:  Change oil.   (Audi TT only) N/A N/A N/A •  
Windshield Wiper and Washer / Headlight washer: Check adjustment and 
function check fluid level and add if necessary. •  •  •  •  
Wiper arm pivot points: Lubricate •  •  •  •  
Service Reminder Indicator Display:  Reset •  •  •  •  
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/  
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 55,000 Mi (85,000 Km) cont. 
Front and Rear Axle:  Check dust seals on ball joints and tie rod ends.  Check 
tie rods. •  •  •  •  
Front and Rear Axle:  Check excessive play •  •  •  •  
Drive Shafts:  Check boots. •  •  •  •  
Spark plugs:  Replace   (2.0L Turbo, 3.2L V6 and 4.2L V8 only) Except 1.8L Turbo and 

3.0L V6 engines 
Except 2.7L 

engine 
4.2L V8  

only N/A 
Lights:  Check the lights. Check Headlight adjustment •  •  •  •  
Brake System:  Check for damage and leaks.  Check thickness of pads and 
brake fluid level. •  •  •  •  
Tire repair set:  Check renewal date  (Where applicable) •  •  •  •  
Tires and Spare Wheel:  Check for wear and damage. Check pressure.  •  •  •  •  
Doors:  Lubricate door hinge mechanism. •  •  •  •  
Trunk hinges: Lubricate trunk hinge mechanism (A8/A8L only) N/A N/A •  N/A 
Visual check: Check undercarriage for damage •  •  •  •  
Road Test:  Check braking, kick-down, steering, electrical, heating & 
ventilation systems, air conditioning, Automatic Shift Lock (ASL) operation and 
power accessories 

•  •  •  •  

At 65,000 Mi (100,000 Km)     
Perform the 5,000 Mi (8,000 Km) Maintenance Service  (Except: rotate tires) •  •  •  •  
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/          
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 75,000 Mi (115,000 Km) 
Engine Oil / Oil Filter:  Change oil and replace oil filter. (Caution: 2005 Audi 
models use only engine oil conforming to VW 502.00 specifications). •  •  •  •  
Cooling System:  Check coolant level.  Add coolant if necessary. •  •  •  •  
Exhaust System:  Check for damage and leaks. •  •  •  •  
Engine, On-Board Diagnostic:  Check Diagnostic Trouble Code Memory.  
Purge if necessary. •  •  •  •  
Engine:  Check for leaks •  •  •  •  
Air cleaner:  Clean housing and replace filter element N/A 2.7L engine only 6.0L W12 

engine only •  
Snow screen for air cleaner:  Clean     •  3.2L V6 only N/A N/A 
Battery:  Check electrolyte level.  Add if necessary •  •  •  •  
Dust and pollen filter:  Replace •  •  •  •  
Manual transmission and final drive:  Check for leaks •  •  N/A •  
Automatic transmission and final drive:  Check for leaks •  •  •  •  
Sunroof:  Clean guide rails and lubricate  •  •  •  N/A 
Haldex clutch:  Change oil and filter     (Audi TT only) N/A N/A N/A •  
Windshield Wiper and Washer / Headlight washer: Check adjustment and 
function check fluid level and add if necessary. •  •  •  •  
Wiper arm pivot points: Lubricate •  •  •  •  
Tires and Spare Wheel:  Check for wear and damage. Check pressure.  •  •  •  •  
Tire repair set:  Check renewal date. (Where applicable) •  •  •  •  
Service Reminder Indicator Display:  Reset display. •  •  •  •  
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/     
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 75,000 Mi (115,000 Km) cont. 
Lights:  Check the lights.  Check Headlight adjustment •  •  •  •  
Brake System:  Check for damage and leaks.  Check thickness of pads and brake 
fluid level. •  •  •  •  
Drive Shafts:  Check boots. •  •  •  •  
Doors:  Lubricate door hinge mechanism. •  •  •  •  
Trunk hinges: Lubricate trunk hinge mechanism (A8/A8L only) N/A N/A •  N/A 
Visual Check: Check undercarriage for damage •  •  •  •  
Power steering:  Check fluid level  •  •  •  •  
Spark plugs:  Replace    1.8L Turbo and 3.0L V6  

engines only 
2.7L engine 

only 
6.0L W12 
engines 

only 
•  

Continuously variable transmission (multitronic™):  Change ATF •  N/A N/A N/A 

Ribbed belt:  Replace    1.8L Turbo and 4.2L V8 
engine only 

2.7L V6 
and 4.2L 

V8 engine 
only 

4.2L  V8 
only 

1.8L Turbo 
only 

Ribbed belt: Check condition (3.0L V6, 2.0L TFSI, 3.2L V6, 3.2L VR6 and 6.0L W12 
engines only) 

Except 1.8L Turbo and 
4.2L V8 engine 

Except 4.2L 
V8 engine

6.0L W12 
engines 

only 

3.2L VR6 
engine     

only 
Timing belt and timing belt tensioning system:  Replace (2.7L V6 5V Turbo engine 
only) N/A allroad only N/A N/A 

Timing belt:  Replace  (A8/A8 L 4.2L engine only) N/A N/A 4.2L V8 
only N/A 

Timing belt: Replace  (1.8L Turbo, 2.0L TFSI, and 3.0L V6 engines only) •  N/A N/A 1.8L Turbo 
only 

Timing belt tensioning system, dampening pulleys, and idler pulleys: Check condition A4 2.0L TFSI Engine 
only N/A N/A N/A 
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/   
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 75,000 Mi (115,000 Km) cont. 
Front and Rear Axle:  Check excessive play •  • •  •  
Front and Rear Axle:  Check dust seals on ball joints and tie rod ends. Check tie rods •  • •  •  
Direct shift gearbox (DSG):  Change oil and replace filter element  (3.2L VR6 engine 
only) 

N/A N/A N/A 3.2L VR6 
engine     

only 
Road Test:  Check braking, kick-down, steering, electrical, heating & ventilation 
systems, air conditioning, Automatic Shift Lock (ASL) operation and power 
accessories 

•  • •  •  
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Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/ 
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 85,000 MI (130,000 Km) 
Perform the 5,000 Mi (8,000 Km) Maintenance Service  (Except: rotate tires) •  •  •  •  
At 95,000 Mi (145,000 Km) 
Engine Oil / Oil Filter:  Change oil and replace oil filter. (Caution: 2005 Audi 
models use only engine oil conforming to VW 502.00 specifications). •  •  •  •  
Cooling System:  Check coolant level.  Add coolant if necessary. •  •  •  •  
Exhaust System:  Check for damage and leaks. •  •  •  •  
Engine, On-Board Diagnostic:  Check Diagnostic Trouble Code Memory.  Purge 
if necessary. •  •  •  •  
Engine:  Check for leaks •  •  •  •  
Snow screen for air cleaner:  Clean  •  3.2L V6 

only N/A N/A 
Battery:  Check electrolyte level.  Add if necessary •  •  •  •  
Dust and pollen filter:  Replace •  •  •  •  
Automatic transmission and final drive:  Check for leaks •  •  •  •  
Manual transmission and final drive:  Check for leaks •  •  N/A •  
Sunroof:  Clean guide rails and lubricate  •  •  •  N/A 
Haldex clutch:  Change oil.   (Audi TT only) N/A N/A N/A •  
Windshield Wiper and Washer / Headlight washer: Check adjustment and 
function check fluid level and add if necessary. •  •  •  •  
Wiper arm pivot points:  Lubricate •  •  •  •  
Tires and Spare Wheel:  Check for wear and damage. Check pressure. •  •  •  •  
Tire repair set: Check renewal date. (Where applicable) •  •  •  •  



Service Circular - Maintenance 
2005 Scheduled Maintenance Intervals 

Page 20 of 20
 

© 2006 Audi of America, Inc.     All rights reserved.  Information contained in this document is based on the latest information available at the time of printing and is subject to the copyright and other intellectual property rights of Volkswagen of America, Inc., its affiliated companies and its licensors. All rights are 
reserved to make changes at any time without notice.  No part of this document may be reproduced, stored in a retrieval system, or transmitted in any form or by any means, electronic, mechanical, photocopying, recording, or otherwise, nor may these materials be modified or reposted 
to other sites, without the prior expressed written permission of the publisher. 

Vehicle: A4/S4 Avant/ A4/S4 
Sedan/ 

A4/S4 Cabriolet 

A6/S6/ 
allroad

A8/A8 L TT 
Coupe & 
Roadster

At 95,000 Mi (145,000 Km) cont. 
Service Reminder Indicator Display:  Reset the display. •  •  •  •  
Lights:  Check lights. Check Headlight adjustment •  •  •  •  
Brake System:  Check for damage and leaks.  Check thickness of pads and 
brake fluid level. •  •  •  •  
Front and Rear Axle: Check dust seals on ball joints and tie rod ends. Check tie 
rods •  •  •  •  
Front and Rear Axle:  Check excessive play •  •  •  •  
Drive Shafts:  Check boots. •  •  •  •  
Doors:  Lubricate door hinge mechanism. •  •  •  •  
Trunk hinges: Lubricate trunk hinge mechanism (A8/A8L only) N/A N/A •  N/A 
Visual check: Check undercarriage for damage •  •  •  •  
Road Test:  Check braking, kick-down, steering, electrical, heating & ventilation 
systems, air conditioning, Automatic Shift Lock (ASL) operation and power 
accessories 

•  •  •  •  

Every 2 years, regardless of miles/kilometers 
Brake Fluid:  Replace brake fluid. •  •  •  •  
Cloth top:  Check function and roll-over protection with cloth top down (Audi 
A4/S4 Cabriolet and All-new A4) •    N/A  N/A N/A 
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